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安装说明

TOM VF 2200 830/35/40/57/65 WH (MWS/MWS COR)

TOM VARIOFLEX

IP66 IK10
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TOMVF MOI V1.0

D

H

313mm 79mm
Diameter(Φ) Height(H)

100%: 2200 lm (20W) 
80%: 1800 lm (16W)
54%: 1200 lm (11W) 
36%: 800 lm (7.5W)

96637988
TOM VF 2200 830/35/40/57/65 WH MWS
TOM VF 2200 830/35/40/57/65 WH

TOM VF 2200 830/35/40/57/65 WH COR MWS
96637989
96637990

LumenSAP Code Product Description

220 - 240V 50/60Hz

Compliant Voltage 

X3
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TOMVF MOI V1.0
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LiFePO4 3.2V 3.2Ah

① ②

Check if LED indicator is working properly. 
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MWS  

Default/Défaut

3min

4 5 6

Disable

7 8 9

50%

1 2 3

Detection 
Area

ON
—
ON
—
—

ON
—
—
—

ON
ON
ON
—

ON ON 100%
75%
50%
25%
10%

1
I
II
III
IV
V

2 3

Hold
Time

ON
—
ON
—
ON

ON
—
—
ON

ON
ON
ON
—

ON ON 5s
30s
90s

3min
20min

4
I
II
III
IV
V

— — — 30minVI

5 6

Daylight 
Sensor

ON
ON
—
ON
—

ON
ON
—
—

—
—
—
—

ON ON 2Lux
10Lux
25Lux
50Lux

Disable

7
I
II
III
IV
V

8 9

100%
50%

h1
4m
3m

d1
10m
8m

h2
8m
6m

d2
8m
7m

d1 h2

h1 d2

PERMANENT LINE 

Lout

PL
SL

N

SWITCHED LINE
N

Blue

Blue

Brown
Brown

Brown

L N
OUTPUT INPUT

NL

NL

Switching load 400W
Charge de commutation 400W
Schaltleistung 400W
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Default/Défaut

50% 5min Disable M+P0S

1 82 3 4 5 6 7

100%
50%

h1
3m
3m

d1
10m
6m

h2
2m
2m

d2
6m
3m

Detection 
Area

Hold
Time

Daylight 
Sensor

Stand-by 
Period Movement

d1 d2

h1 h2

d1 d2

h1 h2

2
ON ON

ON

ON

30min

3

15min

5min

5S

4
ON ON

ON

ON

5

15min

5min

0S

6
ON ON

ON

ON

Disable

7

200Lux

100Lux

  5Lux
ON ON

OFF

8

+∞

ON100%

50%

1

COR MWS

Speed:0.5m/s-1.5m/s

100%

Hold Time 5min
Stand-by Period 0s

100% 10%

10%
0
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>1m

>1m >1m

>2m
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