DIMMbox RGB-W

Product-Nr.
EAN:
Model:

Order number:
Model:

Power:

Through voltage :
Current load max.:

Assignment of PIN 1 input /
output:

Assignment of PIN 2 input /
output:

Assignment of PIN 3 input /
output:

Assignment of PIN 4 input /
output:

Assignment of PIN 5 input /
output:

Material:

Dimming:
INPUT/OUTPUT:
Power supply:
Degree of protection:
Class of protection:
Operating temperature:
Storage temperature:
Dimensions (mm):
Weight (net):

Gross weight:
Markings:

Feature:

Irrtiimer, Systemfehler und Anderungen vorbehalten./
Errors and technical changes excepted. 29.7.2025

(ED2WORK

INTELLIGENCE IN LIGHT

210700-08
4260556627571
4CH-Dimmer

210700-08
4CH-Dimmer
max. 96 W
24V DC
4000 mA

24V DC/ -

digital input / -

GND / GND

digital input / +24V out

digital input / -

Casing: ABS, PES

Via external control

M12 socket / M12 plug A coded

External

IP54

i

-20 °C - +50 °C (-4 °F - 122 °F)

-20 °C - +80 °C (-4 °F - 176 °F)

122 mm x 38 mm x 29 mm (~4,8" x ~1,5" x ~1,14")
450 g (~16 oz)

500 g (~18 0z)

CE, UKCA

DIMMbox is controlled via an external controller, e.g. PLC
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