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SCHLEMMER GMBH E184471

Einsteinring 10

85609 Aschheim, GERMANY

Cord grips Model(s) 5307 012, 5307 112, 5307 212, 5307 512, 5307 612, 5307 712, 5308 070, 5308 507, 5308 707, 5308 930, 5308 940,

5308 950, 5309 007, 5309 107, 5309 207, 5309 512, 5309 612, 5309 712

Liquid-tight flexible cord connectors Model(s) 5308507, 5308509, 5308511, 5308513, 5308707, 5308709, 5308711, 5308713, 5308900,

5308901, 5308904, 5308905, 5308920, 5308921, 5308924, 5308925, 5308940, 5308941, 5308942, 5308948, 5308949, 5308950,

5308951, 5308952, 5308958, 5308959, 5309107, 5309109, 5309111, 5309113, 5309207, 5309209, 5309211, 5309213, 5309612,

5309616, 5309620, 5309712, 5309716, 5309720

Liquid-tight flexible cord connectors, metric long threads Model(s) 4220670, with reduction seal inserts 4220770.

Liquid-tight flexible cord connectors, metric short threads Model(s) 4220612, with reduction seal inserts 4220712.

Liquid-tight flexible cord connectors, PG long threads Model(s) 4220407, with reduction seal inserts 4220451.

Liquid-tight flexible cord connectors, PG short threads Model(s) 4220307, with reduction seal inserts 4220351.

Marking: Company name, model designation and the Recognized Component Mark for Canada,  .
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