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PART NO. MIN. [%;]MAX- [n‘;) in fmm) [ rn (mm) [ in (mml | A (mm) | A (mm) [ 1N (mm) TENSILE \[sz]. SECTION STYLE \[bgs]./mo pcs.
.06 | .87 | .043 | .098 | .170 | .154 | .188 | 3.9 18 .07
PLTIM-60 (1.5)| (220 | (1.0 [ (2.3 | (4.3) | (3.9) | (4.8) | (99) (80) M CURVED (32)
.06 | 1.e8 | .052 | .190 | .260 | .220 | .320 | 7.4 50 29
PLTZS-60 (1.5 | (a8) [(1.31 ] (4.8)|6.6] | (5.6) |(8.1) | 1188) (222) S CURVED (132)
NOTES

* )
**%2) CABLE TIE CROSS-SECTION CODE: M=MINIATURE, [=INTERMEDIATE, S=STANDARD & H=HEAVY.
3) MATERIAL HAS A UL RELATIVE THERMAL INDEX RATING OF 248°F (120°C).
4) MATERIAL FLAMMABILITY RATING: ULS4V-0O.
5) MINIMUM LOOP TENSILE RATING AT 120°F (49°C)/20% RH.
6) COLOR: BLACK
WIODQIEF /01 -SS5-26944_05.PRT
“DIMENSIONS IN PARENTHESIS ARE IN METRIC UNITS
/ZX\ F\\J [::] L;QJ I 44(7 CORP. TINLEY PARK, ILLINOIS
PAN-TY CABLE TIES
BLACK FLAME RETARDANT
-60 SERIES
UNLESS OTHERWISE SPECIFIED, UNLESS OTHERWISE SPECIFIED,
DIMENS|ONAL TOLERANCES ARE: L oo A olven
L ___| .._| REVISED NOTE | "SEE CURRENT PRICE (oX) & ---- (.XXX) + .020(.51)
SHEET..."” TO "SEE www.panouit.com..."” [.XX) +.02(.5) ANGLES +  ---- IN INCHES, THIFD ANGLE PROJECTION.
. . DRAWN BY. .
S [11715/111UABO| TGS | CORRECTED BUNDLE DIA MAX, & "C' DIM OF  |o5-26944| 5 165 MAT'L: o o SME ONE
4 | 8/9/11 [UABO| TGS | CORRECTED 'F' DIMENSION OF PLTIM-60 S5-26944| 4 | TGS " 305 FLAMELSETQR%\NT e e e
: SS-26944 | A
REV | DATE |BY |cCHK DESCRIPTION ECN - R |cUST |suP HVP size




